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ABSTRACT

An optical insert haa been doveloped for the Tanker's CBR
Protective Mask. This insert incorporates many features of ordinary
spectacles, and may be fitted to tank crew personncl who require
visual corrcection.

The insert compriscs an asscmblad compoment which is supported
in the mask by ingerting the tocmporal struts of the insert into
a8 serics of holes in the two rubber protrusions molded to the
inner sidcs of the cyepicce channecl of the mask faceblank.
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I, INTRODUCTION

The raquirecment for this project was the result of an invege
tigation by the U, 8, Armor Board who detarmined the need for

_corrective lenses for tank crewmen. Becouse of this laboratory's

previous experience in developing the Optical Insert, Type I, for
the Military Protective Mask (ML7), and in an ecffort to insure
maximum continuity of design, this laboratory was directed in
September 1960, by the U. S. Army Medical Rascarch and Development
Command to undortake this project.

IL, DESIGN STUDIES

Preliminary planning for this projcet was initiated after
receipt of four (4) Tanker's CBR Protective Masks, cngineering
dravings and othor rolated data from the U, S. Army Chemical Ree
scarch and Development Laboratorics, Army Chemical Center, Edgewood,
Marylend,

In an effort to maintoin maximum continuity of design the
binocular=lcons asscmbly without temporal struts, developed for the
Optical Insert, Typée-%, ML7 CBR Military Protective Mask, was
evaluated for uge in thig type of mask and found to be satisfactory.
This asscmbly comprised two oye wircs ond bridge blocks conneeted
by a helical spring bridge.

To utilizc the assambly in the tanker's protoctive mask the
faceblank and eyepiccc agscmbly and particularly the rogion surround=-
ing tho eyecpicec, werc examined for a possible method of securing
the binocular lens sssembly to the mask.

The assembly is comprised of the faceblank of molded rubber
and the eyepieca. A lorxge, flexible, clear plastic is cemented into
the eyapicce channcl molded in the faceblank. The faceblank hag
moldad to its cxterior surface a stem for the outlet valve, an
inlut stem, a cable stem, four pads at the check and temple areas,
and two straps at the forchead area for buckle attachments for a
hoad harness.

This assombly of the mask offered only one region that could
ba considercd as an attachment point for an optical insert support
which would not require modification of the faceblank molds, namoly,
the temple pads molded to tha mask and usad for riveting the buckle
attachments for the head harness to the faceblank.
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The daesipn consideration was to use special rivets that
would allow optical insext supports to Le fastened to them; howe
ever, this design was found to be unsatisfactory due to pressura
on the temples of the mask wearer.

Discussions with representatives of the U, S, Army Chemical
Research and Development Labopatorics resultad in agreement that
the mask did not lend itself to any method of supporting an optical
insert without minor modifications to the faceblank.

Further design studies indicated the possibility of supporte~
ing the insert by utilizing a polycthylene atrap fastened to the
mask in the central forchead region by means of mylon collar=button
fastonors, similar to those used to secura the nose cup in the
mask, The strap would extend from the forechead to the bLridge of
the nosc, following the intorior surface of the mask. To hold
the inscrt in position the strap would widen at the bridge and a
holg slotted along its length and running in a horizontal plane
would be provided to receive the bridge of the insort.

A protctype of this dosign was fabricated and imstalled in
a mask. Laboratory ovaiunation of this design disclosed that the
ingert could not Le adeoquately ostabilized Ly this typo of support.

Continued study of the design of an optical insert for the
tanker's mask pointed to a need for more detailed information on
the enviornment of tank crowmen when thoy are performing their
duties within the tank.

It was also nocessary to have a morc thorough understanding
of thc amount of protcction provided to the crewman's head
(temporal region) whon tho protactive mask is worn with the combag
vahicle crewman's (CVC) protective helmot. Also, information was
neaded that would daetermine the amount of distortiom to the eye«
piece of the protective mask whon crowmen used optical instruments
installaed in the tank for firecontrxol (M«=20 perdscope, M=97 tele=
scopa) and menocular or bincecular range findors,

To rosolve thegse problems and others encountered during
design studies, arrangements werc made with the U, 8, Army
Ordnance Human Engincering Laboratories, Aberdeen Proving Grounds,
Aberdeen, Maryland, to visit thoir facility. The Human Enginecring
Labocratories are concernad with the mon=machine interactions
involved in the operation and maintenanca of ordnance equipment,
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The data obtained raesulted in the determination that the
combat vehicle crocwman's (CVC) protcetive helmet would provide
adequate protection to tha tample region and, further, that the
distortion of the eyepicce in this same repgion would not affect
adversely the utilization of the inner sides of the cycepiece
channel in the temporal region as 8 location for the binccular
lens asscmbly anchor péint.

Bagic visual data was used to astablish the angular planes
necessary to locate a supporting block in the temporal region.
The supporting block would be capable of £irmly supporting the in-
sert within tho mask and also permit positioning of the insert
relative to the wearcr's eyes, so that accurate visual cortections
cotld be maintained when using the maskeinsert combination.

The design of the supporting block was initiated after dete
ermining the binocular lens asscmbly would be adequately stabile
ized in the mask by attaching the two (2) struts to cach eye wira
in the temple area., One strut on cach aye wire would be attached®
3 mm. abovg the major horizontal axis of the binceular lcons assem=
bly; the other strut would be attached 3 mm. bglow this axis.

As discussed previously, the binocular lens assembly that
was daveloped for the ML7 CBR Protective Mask would be incorporatad
in the design of an ingert for the tanker's mask for the following
TRASONS ¢

1. Optical Charactaristics
2. Compatibility with the mask
3., Continuity of design

An anthropomctric model of a medium adult male head and a
medium size CBR Proteetive Mask (ES6R3) werc furnished to this
laboratory Ly the U. S, Army Chemical Rescarch and Development
Laboratories. These were utilized as a combination standard for
daveloping tha optical insert support block,

On the temporal=orbital region of the head, plastilene
buildeups were formed that filled in the inner side of the faces
piecce channel of the mask.

To determine tha correct position of holes that would act
as recaptacles for the dual struts attached to the binocular=lons
asgembly, o portion of the eyepiece of the mask was removed. The
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removal of this section did not lessen the structural rigidity
of the mask, therefora the mask retained its natural shape and
fit on the head mold., Its removal permitted tha prototype inscrt
to be positioned inside the mask in the proper visual attitude
without distrubing the head/mask relaticnship.

From these studies a block of rectangular shape was designed
that protruded from the inner temporal eyepiece channel of the
mask; this protrusion was provided with five (5) holes that would
permit horizontal adjustment of the insart.

I1I, DESIGN

Data accunwlated during design studics conducted on this proe
ject resulted in the development of a prototype optiecal insert
and a method for supporting this insert in the E56R3 Tanker's
Protective Mask (CBR),

A, The optical inscrt comprises the following parts asscm~
bled in a unit:

The eyewires, formed of rolled eycwire stock, are adequately
grooved to hold bavelad opthalmic lenses. They arc modified
oval shape and have sufficiently large radii to prevent chipping
of the corrective opthalmic glass lenscs when they are being
edged. This shape will also allow faster production, clnfnate
problems of highpowor lena insertions and reduce breakage.

The cyewire scrow clomps are located on the lower section
of the cycwires in the geometric center, and permit the insertion
or removal of corractive opthalmic glass lenses from tho eyowire.

The bridge blocks are attached to the eyewires so that the
lower faces of the blocks lic on the geometric horizontal center
linc of tho insert.

The bridge that is attached to the Liidge blocks is a close~
coiled halical spring that will permit the insert, while still
positioned in the mask, to be folded with the mask and placed in
its earrier when not in usc.

A pair of tomporal struts arc attached to cach eyewire 6 mm,
between center lines. Two struts are provided for maximum stab-
ility of the insert in the mask.
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The optical inscrt designcd for this mask will be stocked
in two bridge widths: 22 mm, (narrow) and 26 mm. (wide). This
distance is measurced from the nasal faces of the bridge blocks.
These bridge widthe will provide inserts that have mechanical ine
torpupillary distances of 64 mn. and 68 rm. Optical decentration
of the lenscs may bo utiligad to fit o completc range of inters
pupillary measuraments.

B. The support for the optical insert holds the insert
firmly in position in the mask. The support must also be capable
of permitting the insazt to be properly aligned in relation to
a planc running horizontally through the pupils of the wearer's
eycs. This was accomplishad by bonding a rectangular rubber
block approximately 1/4" thick, 5/8" high, and of sufficient len=
gth to £111 in the channel formed for the eyce lens of the magk and
blending it into the tomporal sides of the faccblank. This block
contained five (5) holes 1/16" diametar, 1/2" decp, and spaced
3mm, apart on a vertical plane. Later a block containing scven (7)
holes, for a greater range of adjustment, was molded in the face=
blank at U. §, Army Chemical Rescarch and Development Laboratorias,

Prior to fitting the insert the mask is donned in the con~
ventional manner and properly oriented on tho head, then by dirccte
ing tha wearer's gaze straight ahead, a horizontal plane is cstabe
lished which will pass through the pupils of the wearer's ayes and
through holes in the support block, When this planc has been
established the insert dual temples are Yplugged” into the holes
above and the holes bolow the holes in the support Llock established
ags 'on linc" with tho wearer's pupils., This will position the
approximate geometrice centers of the insart lenses into correct
relation to the pupils of the wedrer's cyes.

The holes in the oupport block are smaller ia diamctor
(.062) than thosc of the temporal struts, (.080), therefore, when
the struts are "plugped" into the support blocks, they are firmly
gripped by the compreassion of the rubber. This gripping action
not only provides axcellent stability of the insert but will also
permit accurate control of the vartex distance caleculated for orde
inary spectacles,

Cs The following design criteria for the tanker's optical
ingert were established as a result of desipn studies.

1. The insert dosign will incorporate the binccular=lens
assembly of the imsert developed for the M17 mask,

2. The insecrt lensas will be one siza.
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3. The insert design will conform with modern mess prode
uction techniques,

4. The manufacturc of the insert will Lo cconomical.
5. The insert design will kecp fitting time to & minimum.

6. The insert will be optiecally stable whon fitted in the
mask.

7. The insert will Do fabricatod from matorials identicesl
to those used for the ML7 mask insert. These materials will be
non=gtrategic during a national cmergency.

8., The insert will require only minor modifications to
the mask,

9, The insert will not interfere with the £it of the nosc
cup in the mask,

10, The insert will fold inside thc magk, when the mask is
not in usa.

11, The mask when equippdd with the insert will be com=
fortable to the waearer,

12. The inscort will not interferc with the scal of the mask.

13. The mask when cquipped with the insert will not bLe
hazardoug tc the wearcr.

14. Tho insort will not intorferc with correct and rapid
donning of the magk.,

15, The inscrt will be capable of rough handling when worn
undar extreme excrcisc conditions.

16, The imsert will not interfere with low toemperaturce
aeye laens winterizing outsert.

17. The insert will withstand low tomperature conditicns
whon f£itted in the mask.

18. The insort will not contact thc woarcers cyclashes or
eyabrows; thercfore, during high temperaturc and high humidity
conditions, prespiration by the wecarcer will not flow into the eycs
duc to the insert,
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19, The {nsert will be dasigned to have maximum adjust-
ability,

20. The inscrt will be of two bridge widths, 22 wm, (narrow)
and 26 ma. (wide).

21, Thc inscxt will have five horizontal positions: 'on
1ine" 3 m., 6 rm, above, and 3 mm,, 6 mm. below on the "on 1ine"
position,

22, The ingert will have a non=roflective finish,

IV, OPTICAL CHARACITERISTICS

Lens Dgcontration, The insert may be measuraed for accurate
decentration in the same manner that is usced when caleulating
and accomplishing this procedure in fitting ordinary spectacles.
This featurc of the inscrt will climinatc undesirable prismatic
effacts and spherical aberrations.

Adjustability, The insert can be adjusted up and down away
from ond close to the ayes, and pantascopic lens tilting is casily
accomplished, The term pantascopic is used in relation to the
reading angle.

Vaertex Distancg, The vertex distance calculated for ord-
inary spectaclas can be applied in the £itting of this insert.
Vertex distance is the measured distance, in millimeters, from
the anterior surface of the cornca to tho principle refracting
surfaco of the spectacle lens; in strong lons corrections this
neasurcment is a critical consideration in providing maximm visual
acuity for tho waarer.

Bifocal Lonses, Bifocal corrcctions can be incorporated in
this insert because the desipn provides the adjustments necessary
to obtain the proper bifocal segment height, correct vertex distance,
and the required reading angle,

Ixaining Tochnicians, It will not Lo difficult to train
optical technicions to f£it this insert into the E56R3 mask bocause
thoy con apply the same techniques in measuring and adjusting that
they use in fitting ordinary spectacles,

10
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V. CONCLUSIONS

Several prototype models of the optical insert for the
E56R3 Tanker's CBR Protective Mask have been dasignad and fabw
ricated, The optical ingort will be available in two bridge
widths; 22 mm: (narrow) and 26 mm. (wide). Minor modifications
to the mask arc necessary to provide & supporting bloeck for the
inscrt., Thesc modifications will make the insert compatible
with the mosk and will make it possible to provide spectacles
for military personnel requiring visual corrections,

11
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